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Available configurations of John Deere tractors and loaders

Item Tractor type Design index

Nimco 
directional 

control 
valve

T229/T241

1300 kg
111/112

1600 kg
115/116

1300 kg
K11/K12

1600 kg
K15/K16

1600 kg
D15/D16

1 John Deere 3040 Power 
Synchron KW-M.3040 110 l/min •

2 John Deere 5620 KW-M.5620 110 l/min • •

3 John Deere 5820 KW-M.5820 110 l/min • •

4 John Deere 5720 KW-M.5820 110 l/min • •

5 John Deere 6230 Premium with 
front TPH (Swedish version) KW-M.6230TS 110 l/min •

6 John Deere 6330 KW-M.6330 110 l/min •

7 John Deere 5070M (fixed delivery 
pump) with front TPH

KW--
M.5080MT 110 l/min • •

8 John Deere 5080M (fixed delivery 
pump) with front TPH

KW--
M.5080MT 110 l/min • •

9 John Deere 5090M (fixed delivery 
pump) with front TPH

KW--
M.5080MT 110 l/min • •

10 John Deere 5100M (fixed delivery 
pump) with front TPH

KW--
M.5080MT 110 l/min • •

11 John Deere 5070M (fixed delivery 
pump) KW-M.5080M 110 l/min • •

12 John Deere 5080M (fixed delivery 
pump) KW-M.5080M 110 l/min • •

13 John Deere 5090M (fixed delivery 
pump) KW-M.5080M 110 l/min • •

14 John Deere 5100M (fixed delivery 
pump) KW-M.5080M 110 l/min • •

15 John Deere 5070R (variable 
delivery pump) with front TPH KW-M.5080R 110 l/min • •

16 John Deere 5080R (variable 
delivery pump) with front TPH KW-M.5080R 110 l/min • •

17 John Deere 5090R (variable 
delivery pump) with front TPH KW-M.5080R 110 l/min • •

18 John Deere 5100R (variable 
delivery pump) with front TPH KW-M.5080RT 110 l/min • •

19 John Deere 5065E (NAGLAK 
cab) KW-M.5065E 110 l/min • •

20 John Deere 5083E KW-M.5083E 110 l/min • •

21 John Deere 5085M KW-M.5085M 110 l/min • •


