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Available configurations of KUBOTA tractors and loaders

Item Tractor type Design index
Directional 

control 
valve

T812 T229/T241

800 kg 1300 kg
111/112

1600 kg
115/116

1300 kg
K11/K12

1600 kg
K15/K16

1600 kg
D15/D16

1 L5040 KW-M.KL5040.Q45 Q45 45 l/min •

2 M6060 KW-M.7060 Nimco 110 l/
min • •

3 M7060 KW-M.7060 Nimco 110 l/
min • •

4 M6040 KW-M.M6040 Nimco 110 l/
min • •

5 M6040 KW-M.M6040.Q45 Q45 45 l/min • •

6 M7040 KW-M.M6040 Nimco 110 l/
min • •

7 M7040 KW-M.M6040.Q45 Q45 45 l/min • •

8 M8540 KW-M.M8540 Nimco 110 l/
min • •

9 M9540 KW-M.M8540 Nimco 110 l/
min • •

10 M9960 KW-M.M9960 Nimco 110 l/
min • •

11 M8560 KW-M.M9960 Nimco 110 l/
min • •

12 ME 9000 KW-M.ME9000 Nimco 110 l/
min • •

13 8200 KW-M.ME9000 Nimco 110 l/
min • •

14 M108S KW-M.M108S Nimco 110 l/
min • •

15 M108S KW-M.M108S.Q45 Q45 45 l/min • •

16 M110GX KW-M.110GX Nimco 110 l/
min • •

17 M135GX KW-M.M135GX Nimco 110 l/
min •

http://KW-M.KL5040.Q45
http://KW-M.M6040.Q45
http://KW-M.M6040.Q45
http://KW-M.M108S.Q45

