
Available configurations of MTZ tractors and loaders

Item Tractor type Design index
Nimco 

directional 
control valve

T812/2 T812/1 T812 T229/T241 T248

500 kg 500 kg 800 kg
1300 kg

K11 /
K12

1600 kg
K15 /

16

1600 kg
D15 /
D16

2000 kg

1 82A KW-M.MTZ82A 110 l/min • •

2 82TS KW-M.MTZ82A 110 l/min • •

3 82SA KW-M.MTZ82A 110 l/min • •

4 82TSA KW-M.MTZ82A 110 l/min • •

5 80.1 KW-M.MTZ82A 110 l/min • •

6 82.1 KW-M.MTZ82A 110 l/min • •

7 320.4 KW-M.B3204.2_ 
Q45 Q45 45 l/min •

8 422.1 KW-M.B422.1_ 
Q45 Q45 45 l/min •

9 622 KW-M.B622_Q45 Q45 45 l/min •

10 800 KW-M.B800 110 l/min • •

11 820 KW-M.B800 110 l/min • •

12 890 KW-M.B890 110 l/min • •

13 892 KW-M.B890 110 l/min • •

14 892.2 KW-M.MTZ82A 110 l/min • •

15 900 KW-M.MTZ82A 110 l/min • •

16 920 KW-M.MTZ82A 110 l/min • •

17 920.3 KW-M.1025L 110 l/min • •

18 920.4 KW-M.9204 110 l/min • •

19 922.3 KW-M.1025L 110 l/min • •

20 950 KW-M.MTZ82A 110 l/min • •

21 952 KW-M.MTZ82A 110 l/min • •

22 952.2 KW-M.MTZ82A 110 l/min • •

23 952.3 KW-M.1025L 110 l/min • •

24 952.4 KW-M.9204 110 l/min • •

25 952.5 KW-M.9525 110 l/min • •

26 1021 KW-M.MTZ82A 110 l/min • •

27 1021.3 KW-M.1025L 110 l/min • •

28 1025 KW-M.MTZ82A 110 l/min • •

29 1025.2 KW-M.MTZ82A 110 l/min • •

30 1025.3 KW-M.1025L 110 l/min • •

31 1025.4 KW-M.9204 110 l/min • •

32 1025.5 KW-M.9525 110 l/min • •

33 1025A KW-M.MTZ82A 110 l/min • •

34 1221.2 
(without TPH) KW-M.1221 110 l/min • •

32 1221.3 
(with TPH) KW-M.1221T 110 l/min • •

33 1221.4 
(without TPH) KW-M.12214 110 l/min • •

34 1523.4 KW-M.15234 110 l/min • •


