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Available configurations of ZETOR tractors and loaders

Item Tractor type Design index Directional 
control valve

T229/T241
1300 kg
111/112

1600 kg
115/116

1300 kg
K11/K12

1600 kg 
K15/K16

1600 kg
D15/D16

1

75 Proxima – from mid 2007 to 
2009 (with an additional flange 
with openings for installation of 
rear supports)

KW-M.7441 Nimco 110 l/min • •

2 80 Major KW-M.Z80M Nimco 110 l/min • •

3 80 Major ’2015 KW-M.Z80M_15 Nimco 110 l/min • •

4

85 Proxima – from mid 2007 to 
2009 (with an additional flange 
with openings for installation of 
rear supports)

KW-M.7441 Nimco 110 l/min • •

5 90 Proxima 2012 ZUIDBERG TPH KW-M.Z90PXT Nimco 110 l/min •

6 90 Proxima 2012 KW-M.Z90PX Nimco 110 l/min • •

7 95 Forterra KW-M.ZF95.Q75 Q75 75l/min • •

8 95 Proxima Power KW-M.Z95P Nimco 110 l/min • •

9 100 Forterra 16V KW-M.ZF100 Nimco 110 l/min •

10 100 Proxima 2012 KW-M.Z90PX Nimco 110 l/min • •

11 100 Proxima 2012 ZUIDBERG TPH KW-M.Z90PXT Nimco 110 l/min •

12 100 Proxima Power KW-M.Z95P Nimco 110 l/min • •

13 105 Forterra KW-M.ZF95.Q75 Q75 75l/min • •

14 105 Proxima Plus KW-M.Z105 Nimco 110 l/min • •

15 110 HSX Forterra 16V KW-M.ZF110HSX Nimco 110 l/min •

16 110 Proxima Plus KW-M.Z105 Nimco 110 l/min • •

17 115 Forterra KW-M.ZF95.Q75 Q75 75l/min • •

18 5245 KW-M.5245.Q45 Q45 45 l/min • •

19 5320 - muffler in the centre of the 
hood KW-M.5340.Q45 Q45 45 l/min • •

20 5340 - muffler in the centre of the 
hood KW-M.5340.Q45 Q45 45 l/min • •

21 5340 - muffler on the side KW-M.7245.Q45 Q45 45 l/min • •

22 6211 - muffler on the side KW-M.7245.Q45 Q45 45 l/min • •

23 6245 - muffler on the side KW-M.7245.Q45 Q45 45 l/min • •

24 6321 KW-M.7341.Q45 Q45 45 l/min • •

25 6340 - muffler in the centre of the 
hood KW-M.5340.Q45 Q45 45 l/min • •

26 6340 - muffler on the side KW-M.7245.Q45 Q45 45 l/min • •

27 6341 KW-M.7341.Q45 Q45 45 l/min • •

28
6441 from mid 2007 (with an 
additional flange with openings 
for installation of rear supports)

KW-M.8441 Q45 45 l/min • •

29

6441 Proxima – from mid 2007 to 
2009 (with an additional flange 
with openings for installation of 
rear supports)

KW-M.7441 Nimco 110 l/min • •

30 7045 - muffler on the side KW-M.7245.Q45 Q45 45 l/min • •

31 7211 - muffler on the side KW-M.7245.Q45 Q45 45 l/min • •

32 7245 - muffler on the side KW-M.7245.Q45 Q45 45 l/min • •

33 7321 KW-M.7341.Q45 Q45 45 l/min • •

34 7340 - muffler in the centre of the 
hood KW-M.5340.Q45 Q45 45 l/min • •

35 7341 KW-M.7341.Q45 Q45 45 l/min • •

36
7441 from mid 2007 (with an 
additional flange with openings 
for installation of rear supports)

KW-M.8441 Q45 45 l/min • •
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Item Tractor type Design index Directional 
control valve

T229/T241
1300 kg
111/112

1600 kg
115/116

1300 kg
K11/K12

1600 kg 
K15/K16

1600 kg
D15/D16

37

7441 Proxima – from mid 2007 to 
2009 (with an additional flange 
with openings for installation of 
rear supports)

KW-M.7441 Nimco 110 l/min • •

38 7540 without EHR KW-M.10540 Nimco 110 l/min •

39 7745 - muffler on the side KW-M.7245.Q45 Q45 45 l/min • •

40 8045 KW-M.1014.Q45 Q45 45 l/min • •

41 8145 KW-M.C385.Q45 Q45 45 l/min • •

42
8441 from mid 2007 (with an 
additional flange with openings 
for installation of rear supports)

KW-M.8441 Q45 45 l/min • •

43

8441 Proxima – from mid 2007 to 
2009 (with an additional flange 
with openings for installation of 
rear supports)

KW-M.7441 Nimco 110 l/min • •

44 8540 without EHR KW-M.10540 Nimco 110 l/min •

45 8641 Forterra – new type without 
side covers KW-M.641 Nimco 110 l/min • •

46 8641 Forterra – old type with side 
covers KW-M.441 Nimco 110 l/min • •

47 9540 without EHR KW-M.10540 Nimco 110 l/min •

48 9641 Forterra – old type with side 
covers KW-M.441 Nimco 110 l/min • •

49 9641 Forterra – new type without 
side covers KW-M.641 Nimco 110 l/min • •

50
9641 Forterra Turbo, without EHR 
ver. 1 – with cab on low front 
supports

KW-M.9641 Nimco 110 l/min •

51
9641 Forterra Turbo, without EHR 
ver. 2 – with cab on high front 
supports

KW-M.10641 Nimco 110 l/min •

52 10145 KW-M.1014.Q45 Q45 45 l/min • •

53 10540 without EHR KW-M.10540 Nimco 110 l/min •

54 10641 Forterra – old type with side 
covers KW-M.441 Nimco 110 l/min • •

55 10641 Forterra – new type without 
side covers KW-M.641 Nimco 110 l/min • •

56
10641 Forterra Turbo, without EHR 
ver. 1 – with cab on low front 
supports

KW-M.9641 Nimco 110 l/min •

57
10641 Forterra Turbo, without EHR 
ver. 2 – with cab on high front 
supports

KW-M.10641 Nimco 110 l/min •

58 11441 Forterra – old type with side 
covers KW-M.441 Nimco 110 l/min • •

59 11441 Forterra – new type without 
side covers KW-M.641 Nimco 110 l/min • •

60
11441 Forterra Turbo, without EHR 
ver. 1 – with cab on low front 
supports

KW-M.9641 Nimco 110 l/min •

61
11441 Forterra Turbo, without EHR 
ver. 2 – with cab on high front 
supports

KW-M.10641 Nimco 110 l/min •

62 12111 - muffler in the centre of 
the hood KW-M.12145 Nimco 110 l/min •

63 12145 - muffler in the centre of 
the hood KW-M.12145 Nimco 110 l/min •
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